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Conforming standards: 
	» EN 361: 2002, Personal protective equipment against falls from a height 

-Full Body harnesses
	» EN 358: 2018, Personal protective equipment for work positioning and 

prevention of falls from a height. Belts and lanyards for work positioning 
or restraint

	» EN 813:2008, Personal fall protection equipment. Sit harnesses

Produced / manufactured by Heigh Safe 360 (Pty) Ltd in South Africa.
Website: 	 www.heightsafe360.com
Email: 	 sheq@heightsafe360.co.za
Phone: 	 +27 (0) 861127749

EU type examination and production control carried out by:

Apave SA 
6 Rue du Général Audran - 92412 COURBEVOIE cedex – France

CE 0082

Pro-max Rope  Access Harness Parts and components
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Stitching

Attachment 
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Fastening 
Buckles

Protective 
Components

TOTAL WEIGHT:   2 Kg 
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COMPONENT SPECIFICATIONS 

Nr Item Code Component Description Field Of Application Raw Material/ Metal Grade
Colour/
Shade

Breaking 
Strength 
Tenacity

CONF. Standard

1. BUCKLE003
Buckle: 	 2 & 3 Bar Set safety buckle 50 mm
Size: 	 75 x 60 x 10 mm
Weight: 	 136 grams 

Connecting leg and chest strap of the harness together Grade 304 Stainless Steel Grey 17.8 KN CSA 251.2

2. D-RING002
D-Ring: 	 Stamped 45 mm. 4,5 x 64 x 68 mm.
Weight: 	 93.5 grams

Back dorsal connection point/ fall arrest connection point S355 Grade Heat Treated Sheet Steel Silver 22KN CSA 251.2

3. BUCKLE004 Buckle: 	 Interlocking safety buckle 25mm Connecting chest ascender Grade 304 Stainless Steel Grey 3.75KN CSA 251.2

4. HSM/L/001 Label: 	 Black A label Connection point label Polyester Black N/A N/A

5. PVCSOFT400 PVC Clear Protection cover for certification logo Polyvinyl chloride Clear N/A N/A

6. THREAD012 Thread: 	 M12/1800m Black Harness None load bearing stitching on the harness Polyester Black 150 N SANS 1362

7. THREAD006
Thread: 	 Amman Stong Bond Thread 

Orange
Load bearing stitching on the harness Polyester Orange 0.6 N/tex SANS 1362

8. HSM/L/015 Info Label: 	Promax Rope Access Harness Product certification info label Monomeric PVC coated with pressure sensitive, acrylic adhesive. White with colour art work

9. TUB002 PVC Clear Tubing 8 mm Equipment hook-up points on the work positioning section Polyvinyl chloride Clear N/A N/A

10. TAPE002 085-D001FG-DSIDE TAPE Double sided tissue hodling webbing together 3M Acrylic adhesive White N/A N/A

11. WEBC2035
Webbing: 45 mm, 3.4 Ton Mine Harness 
Webbing

Load bearing webbing that the harness is manufactured Polyester Webbing Black 0.6 N/tex
SANS 5488, SANS 

85, SANS 5330

12. WEBC2045 100 mm Waist Support Strap Webbing Used on the work positioning belt to spread the load. Polyester Webbing Black 3. Tons

13. WEBC1555 35 mm Black Webbing Leg strap webbing polyester Black 0.6 N/tex

14. WEB206 25 mm Black Webbing Binding webbing polyester Black 0.6 N/tex

15. ELASTIC001 Elastic 16 mm For holding loose ends of webbing polyamide Black N/A N/A

16. HR7/001 Accessory Cord 5 mm Gear loops polyester Black 783kg EN1891:1998

17. WEBC2069 30mm Herringbone Webbing Binding around padded foam sections Narrow Fabric Woven Tape with a knitted edge Orange N/A N/A

18. FOAM011 Black Nylon +5 mm Eva + 5 mm Foam Shoulders, Legs and waist sections Plain Weave Polyester Black N/A N/A

19. D-RING003 D-Ring 50mm Black Aluminium Angle Sit harness hook up point. Grade 7075 Forged Aluminium Alloy Black 22KN CSA 251.2

20. HC5/002 Delta Maillon 10 mm Connection point between sit harness and Chest section S355 Grade Heat Treated Sheet Steel Silver 30KN EN12275

21. HR7/001 Accessory Cord 5mm Gear loops polyester Black 783kg EN1891:1998

22. WEBC2069 30mm Herringbone Webbing Binding around padded foam sections Narrow Fabric Woven Tape with a knitted edge Orange 0.6 N/tex N/A

23. FOAM011 Black Nylon +5 mm Eva + 5 mm Foam Shoulders, Legs and waist sections Plain Weave Polyester Black N/A N/A

24. D-RING003 D-Ring 50 mm Black Aluminium Angle Sit harness hook up point. Grade 7075 Forged Aluminium Alloy Black 22KN CSA 251.2

25. HC5/002 Delta Maillon 10mm Connection point between sit harness and Chest section S355 Grade Heat Treated Sheet Steel Silver 30KN EN12275
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Component Parts

1. EN 361: 2002

1.1 A3: Back dorsal attachment point

Back D-ring: The back (dorsal) attachment point

1.2. Waist dorsal attachment point 
The bottom back D-ring is not a load bearing point but specifically designed for the attachment of the access seat. This of the rope can also be used as a tool attachment 
point for tools not exceeding 8 kg.

Gear loop: Provides quick access and storage to equipment when working at heights, not exceeding 8 kg

1.3. A2: Front chest attachment point

Front D-ring: The front attachment point (“A”) with chest ascender attachment strap

1.4 Shoulder straps 
Connecting Points: Confined space connecting points/loops on each shoulder strap of the harness

2. EN 358:2018
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ITEM NO. ITEM CODE PART NUMBER DESCRIPTION QTY.

1 WAIST SPONGE 1

2 WEBC2035 WAIST_WEBBING_MAIN_45mm_PROMAX_HARNESS_FINAL 45mm BLACK WEBBING, 1

3 WEBC2035 WAIST_WEBBING_SIDE D-RINGS_45mm_PROMAX_HARNESS_FINAL 45mm BLACK WEBBING, 1

4 WEBC2035 WAIST_WEBBING 2_SIDE D-RINGS_45mm_PROMAX_HARNESS_FINAL 45mm BLACK WEBBING, 1

5 WEBC2035 WAIST_WEBBING_BACK CROSS_45mm_PROMAX_HARNESS_FINAL 45mm BLACK WEBBING, 600mm LONG 1

6 BUCKLE003 BUCKLE_PROMAX_LK_2K240530_FINAL R/ A HARNESS 50mm SLIDER BUCKLE 4

7 D-RING002 STAMPED D-RING-1_FINAL STAMPED D-RING 1

8 THREAD006 BAR TACK 45_FLEX_HARNESS_PROMAX_WAIST_1_FINAL ORANGE AMMAN STRONGBOND THREAD 2

9 THREAD006 BAR TACK 453_2_FINAL ORANGE AMMAN STRONGBOND THREAD 2

10 WEBC2045 WAIST_WEBBING_SUPPORT_85_PROMAX_HARNESS_FINAL 90mm WAIST SUPPORT STRAP WEBBING 1

11 D-RING002 STAMPED D-RING_FINAL STAMPED D-RING 2

12 TUB002, HR7/001 TOOL LOOP ASSEMBLY_FINAL PVC CLEAR TUBING, ACCESSORY CORD 
5mm 2

13 THREAD006 BAR TACK 
453_BACKSTRAP_WAIST_PROMAX_HARNESS_2K240611_FINAL ORANGE AMMAN STRONGBOND THREAD 2

14 THREAD012 BACK STITCHING_WAIST_PROMAX_HARNESS_1_2K240612_FINAL M12/1800 BLACK THREAD 1

15 THREAD012 BACK STITCHING_WAIST_PROMAX_HARNESS_2_2K240612_FINAL M12/1800 BLACK THREAD 1

16 THREAD012 BACK STITCHING_WAIST_PROMAX_HARNESS_3_2K240612_FINAL M12/1800 BLACK THREAD 1

17 THREAD012 BACK STITCHING_WAIST_PROMAX_HARNESS_4_2K240612 _FINAL M12/1800 BLACK THREAD 1

18 THREAD012 BAR TACK 451_BACK_FINAL M12/1800 BLACK THREAD 1

19 THREAD012 BACK STITCHING_WAIST_PROMAX_HARNESS_5_2K240613_FINAL M12/1800 BLACK THREAD 1

20 THREAD012 BOX STITCH_45_FLEX_PROMAX_BACK WAIST_FINAL M12/1800 BLACK THREAD 1

21 HSM/L/015 WAIST_LABEL_PROMAX_HARNESS_FINAL STICKER LABEL R/A HARNESS 1
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2 WEBC2035 WAIST_WEBBING_MAIN_45mm_PROMAX_HARNESS_FINAL 45mm BLACK WEBBING, 1

3 WEBC2035 WAIST_WEBBING_SIDE D-RINGS_45mm_PROMAX_HARNESS_FINAL 45mm BLACK WEBBING, 1

4 WEBC2035 WAIST_WEBBING 2_SIDE D-RINGS_45mm_PROMAX_HARNESS_FINAL 45mm BLACK WEBBING, 1

5 WEBC2035 WAIST_WEBBING_BACK CROSS_45mm_PROMAX_HARNESS_FINAL 45mm BLACK WEBBING, 600mm LONG 1

6 BUCKLE003 BUCKLE_PROMAX_LK_2K240530_FINAL R/ A HARNESS 50mm SLIDER BUCKLE 4

7 D-RING002 STAMPED D-RING-1_FINAL STAMPED D-RING 1

8 THREAD006 BAR TACK 45_FLEX_HARNESS_PROMAX_WAIST_1_FINAL ORANGE AMMAN STRONGBOND THREAD 2

9 THREAD006 BAR TACK 453_2_FINAL ORANGE AMMAN STRONGBOND THREAD 2

10 WEBC2045 WAIST_WEBBING_SUPPORT_85_PROMAX_HARNESS_FINAL 90mm WAIST SUPPORT STRAP WEBBING 1

11 D-RING002 STAMPED D-RING_FINAL STAMPED D-RING 2

12 TUB002, HR7/001 TOOL LOOP ASSEMBLY_FINAL PVC CLEAR TUBING, ACCESSORY CORD 
5mm 2

13 THREAD006 BAR TACK 
453_BACKSTRAP_WAIST_PROMAX_HARNESS_2K240611_FINAL ORANGE AMMAN STRONGBOND THREAD 2
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20 THREAD012 BOX STITCH_45_FLEX_PROMAX_BACK WAIST_FINAL M12/1800 BLACK THREAD 1

21 HSM/L/015 WAIST_LABEL_PROMAX_HARNESS_FINAL STICKER LABEL R/A HARNESS 1

DATE

DR AWING S T ATUS C ODE S 

D = DR A T
T = TE NDE R
P = PR E LIMINAR

C = C ONS TR UCTION

O ES E E

REV C HKDATE

PRELIMINARY DRAWING
S IG NATUR E
HE IGHT     . .. .. .. .. .. .. .. .. .. .. .. .. .. .. .. .. .. .  DATE ..................

S A E T
.

S IG NATUR E
CLIE NT .... .. .. .. .. .. .. .. .. .. .. .. .. .. .. .. .. .. .  DATE .................

26/06/24
24/06/24

DHH2/001/N 1
MODEL NO./SAGE CODEPROJECT NO.

AP = APROVED
A = ACTIVE

STATUS REV

OTHERWISE 

NOTES:

CLIENT

PROJECT NO. - MODEL NO./SAGE CODE

DRAWING NAME

REVISION DETAILS

DESIGNED

DRAWN

CHECKED

APPROVED

SCALES AS NOTED SHEET SIZE

RESPONSIBLE PERSON

1 24/06/24

S-L: 75 - 120 cm
XL-XXL: 90 - 150 cm

 1
6,

4 
cm

K

P

ITEM NO. ITEM CODE PART NUMBER DESCRIPTION QTY.

1 WAIST SPONGE 1

2 WEBC2035 WAIST_WEBBING_MAIN_45mm_PROMAX_HARNESS_FINAL 45mm BLACK WEBBING, 1

3 WEBC2035 WAIST_WEBBING_SIDE D-RINGS_45mm_PROMAX_HARNESS_FINAL 45mm BLACK WEBBING, 1

4 WEBC2035 WAIST_WEBBING 2_SIDE D-RINGS_45mm_PROMAX_HARNESS_FINAL 45mm BLACK WEBBING, 1

5 WEBC2035 WAIST_WEBBING_BACK CROSS_45mm_PROMAX_HARNESS_FINAL 45mm BLACK WEBBING, 600mm LONG 1

6 BUCKLE003 BUCKLE_PROMAX_LK_2K240530_FINAL R/ A HARNESS 50mm SLIDER BUCKLE 4

7 D-RING002 STAMPED D-RING-1_FINAL STAMPED D-RING 1

8 THREAD006 BAR TACK 45_FLEX_HARNESS_PROMAX_WAIST_1_FINAL ORANGE AMMAN STRONGBOND THREAD 2
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10 WEBC2045 WAIST_WEBBING_SUPPORT_85_PROMAX_HARNESS_FINAL 90mm WAIST SUPPORT STRAP WEBBING 1

11 D-RING002 STAMPED D-RING_FINAL STAMPED D-RING 2

12 TUB002, HR7/001 TOOL LOOP ASSEMBLY_FINAL PVC CLEAR TUBING, ACCESSORY CORD 
5mm 2

13 THREAD006 BAR TACK 
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2.1 Waist work positioning belt (if applicable on the specific model)

2.2.1 Side attachment D-rings

Side D-ring:  D-rings on either side of the waist support are used as  
connecting points for work positioning lanyards during fall  arrest operations

2.2.2 Connection buckle

3. EN 813: 2008

3.1 A1: Front waist attachment point / D-ring (“A”) 
Bent D-ring:  The D-ring is used as the main attachment point for the descender and main rope lanyard attachment point. 

Delta Quick Link: Waist and shoulder connection point, with 8 mm delta quick link for chest ascender

3.2 Leg straps

Elastic band:  Prevents any loose ends of webbing from getting into the users way

3.3 Adjustable buckles 
Slider Buckle:  Adjustable buckle to fit harness to users body

3.4 Stich patterns

TECHNICAL SPECIFICATIONS 

1.33.1

1.11.4

3.2

3.3

1.2

FRONT COMPONENTS

REAR  COMPONENTS
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Buckle: 2 & 3 Bar Set safety buckle 50 mm.
Size: 75mmx 60 mm x 10 mm
Weight: 136 grams 
Connecting leg and chest strap of the harness together 
304 Grade Stainless  steel
BREAKING STRENTH AND TENACITY: 17.8 KN 
CONFROMING STANDARD:CSA 259.12

D-Ring 50mm Black Aluminium Angle Sit harness hook 
up point.
Aluminium
Black
BREAKING STRENTH AND TENACITY: 22KN 
CONFROMING STANDARD: CSA 259.12

Delta Maillon 10mm 
Connection point between sit harness and Chest section 
Steel 
Silver 
BREAKING STRENTH AND TENACITY: 30KN
CONFROMING STANDARD: EN12275

Buckle: interlocking safety buckle 25mm. Connecting 
chest ascender 
304 Grade Stainless steel
Grey
BREAKING STRENTH AND TENACITY: 3.75KN 
CONFROMING STANDARD:CSA 259.12

D-RING: Stamped 45 mm. 4,5 mm x 64 mm x 68 mm 
Weight: 93.5 grams
Back dorsal connection point/ fall arrest connection point 
Electro Galvanised  mild steel
Silver
BREAKING STRENTH AND TENACITY: 22KN
CONFROMING STANDARD: CSA 259.12

4 bar 45mm stitching
THREAD: AMMAN STONG BOND THREAD ORANGE 
Load bearing stitching on the harness
Polyester
Orange
BREAKING STRENTH AND TENACITY: 0.6 N/tex
CONFROMING STANDARD: SANS 1362

4 bar 35mm stitching
THREAD: AMMAN STONG BOND THREAD ORANGE 
Load bearing stitching on the harness
Polyester
Orange
BREAKING STRENTH AND TENACITY: 0.6 N/tex
CONFROMING STANDARD: SANS 1362

35mm Black Webbing Leg strap webbing 
polyester
Black
BREAKING STRENTH AND TENACITY: 0.6 N/tex

WEBBING: 45 mm, 3.4 Ton Mine Harness Webbing
Load bearing webbing that the harness is manufactured from 
Polyester Webbing
Black
BREAKING STRENTH AND TENACITY: 0.6 N/tex
CONFROMING STANDARD:SANS 5488, SANS 85, SANS 5330

25mm Black Webbing 
Binding webbing 
polyester
Black
BREAKING STRENTH AND 
TENACITY: 0.6 N/tex

90mm Waist Support Strap Webbing
Used on the work positioning belt to spread the load. 
Polyester Webbing
Black
BREAKING STRENTH AND TENACITY: 0.6 N/tex

PARTS AND COMPONENTS
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SIZE AND DIMENSIONS

FRONT BACKSIDE
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